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§29.75b

time they are counted for the day’s
sale and the time they are graded for
the day’s sale, provided, however, that
with prior approval of the Set Work
Leader or Circuit Supervisor compen-
sating lots of tobacco may be sub-
stituted for empty spaces and covered
lots included in a daily sales count.

(6) Each operator of a warehouse at
which baled burley tobacco is offered
for sale shall open the particular bale,
in a lot of tobacco, chosen by a grader
for inspection and reseal that bale
after inspection.

(7) Each seller, by offering burley to-
bacco for sale, certifies that the lot in-
spected by a grader is representative of
the grade of all the tobacco in that lot,
that the leaf was stalk-cured, that the
bales do not contain any foreign mat-
ter or material, and are not nested.

(b) Before starting inspection of the
day’s sale of burley tobacco in each
warehouse, the Set Work Leader or Cir-
cuit Supervisor shall determine if
there is compliance with the require-
ments of paragraph (a) of this section.
If he determines that the prescribed re-
quirements have not been followed, the
inspector shall proceed to the next sale
or sales as originally scheduled for that
day and grade the number of lots of to-
bacco scheduled for such sale or sales,
and shall return to the noncomplying
warehouse on the next regularly sched-
uled sales day for such warehouse, at
which time the Set Work Leader or
Circuit Supervisor shall again deter-
mine if the prescribed system has been
followed before starting the inspection.
If noncompliance or failure to observe
requirements of paragraph (a) of this
section are discovered after inspection
for the day’s sale has started, the in-
spector shall discontinue inspection
and proceed to the next sale or sales
scheduled for that day and shall return
to the noncomplying warehouse on the
next regularly scheduled sales day for
such warehouse.

(c) The provisions of this section
shall not preclude the application of
other administrative remedies or the
institution of criminal proceedings in
appropriate cases as provided by the
Act.

[30 FR 12627, Oct. 2, 1965, as amended at 47 FR
51721, Nov. 17, 1982; 56 FR 31534, July 11, 1991]
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§29.75b Display of baled flue-cured to-
bacco on auction warehouse floors
in designated markets.

Each lot of baled flue-cured tobacco
displayed for sale on auction ware-
house floors shall have a minimum of
30 inches from side to side between
rows with the open side of the bale fac-
ing the aisles. Distance between lots of
baled tobacco within the row shall be
no less than 18 inches between imme-
diately adjacent lots.

[656 FR 46086, July 27, 2000]

§29.75¢ Display of tobacco at receiving
stations.

Each lot of tobacco delivered for sale
at receiving stations and transferred to
a conveyor system for unloading shall
maintain a distance between adjacent
lots of not less than 18 inches during
the inspection process. The platform
area used for examination with a con-
veyor system shall be a minimum of 4
x 4 feet. Any lots of tobacco displayed
in a manner other than a conveyor sys-
tem shall maintain a minimum clear-
ance of 18 inches on all sides. If the to-
bacco is inspected or graded by the re-
cipient, it shall be made available for
mandatory inspection at the same time
and location within the receiving sta-
tion.

[67 FR 36081, May 23, 2002]

§29.76 Mandatory inspection ticket.

A mandatory inspection ticket shall
consist of a Tobacco Inspection Certifi-
cate made and issued in combination
with an auction warehouse ticket in a
form approved by the Director.

§29.77 Warehousemen to provide tick-
ets.

A mandatory inspection ticket, in
the form required by §29.76 shall be
provided by each auction warehouse-
man on a designated market to cover
each lot of tobacco offered for sale at
auction by him on such market.

§29.78 Changes or alterations.

No change or alteration shall be
made, in the weight or other identifica-
tion of the lot, on a mandatory inspec-
tion ticket after the certification of
type and grade by an official inspector,
and any such change or alteration shall
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